
WIND





WIND

The Wind lift system is characterised by compactness and elegant design.

Its movement is smooth and perfectly controlled. Wind is small and 
unobtrusive, enabling the maximum utilisation of cabinet internal space.
Suitable for numerous applications: office furniture, small cabinets, living 
rooms furniture or bedrooms.

In the kitchen environment, Wind has strong functional appeal - a compact 
adjustable lift system that takes up a minimum of valuable storage space.

Aesthetics also play a key role with Lift’s small size and streamlined shape 
adding significantly to the overall appeal of the cabinets to which it is fitted.

Wind is available in a range of attractive finishes designed to complement 
the vast range of furniture applications that it can be used for.
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WIND

Part number composition:
F 	 = Lifting system
RA 	= Flap door opening upwards
K 	 = Right and left system
XX 	= Special options
XX 	= System strengths 
SN 	= Cover with Salice logo / 99 = Cover with arrangement for screw cover cap
X 	 = Colour of the cover

FRA K XXXXSNX
	

1 = White cover
6 = Titanium cover

System strength:

03 = Light
05 = Medium
10 = Strong
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REGOLAZIONE VERTICALE = -2  +2

REGOLAZIONE FRONTALE  = -1  +3

REGOLAZIONE LATERALE  = -2  +2

FORATURA SCATOLA Ø35X13

CARATTERISTICA = 13

APERTURA MASSIMA = 94°

A

94°

T= 16 17 18 19 20 21 22 23 24 25 26 27 28

K=3 A= 0 0.1 0.1 0.2 0.2 0.3 0.5 0.6 0.7 0.9 1.1 1.8 2.7

K=4 A= 0 0.1 0.1 0.2 0.2 0.3 0.4 0.6 0.7 0.9 1.1 1.3 2.1

K=5 A= 0 0.1 0.1 0.2 0.2 0.3 0.4 0.6 0.7 0.9 1.1 1.3 1.5

K=6 A= 0 0.1 0.1 0.2 0.2 0.3 0.4 0.6 0.7 0.9 1.0 1.2 1.5

K=7 A= 0 0.1 0.1 0.2 0.2 0.3 0.4 0.6 0.7 0.8 1.0 1.2 1.4

Dimensions

Drilling patterns

Space needed to open the door

Top

Internal cabinet side
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Fixing the cups to the door

Fixing the plates to the cabinet sides

WIND - Assembly instructions

Deploying the system to the cups

Connecting the system to the cups. This operation is tool free.
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Installing the system to the plates

Installing the system till the back fixing. This operation is tool free.

Installing the covers
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Removal of the covers

WIND - Disassembly instructions

Unfasten the system from the cups

Disconnecting the system from the cups. This operation is tool free.

Disassembly of the system

Press the back lever and pull out the system. This operation is tool free.
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3 - height adjustment of the door from - 2 to +2

4 - sideways adjustment of the door from - 2 to +2

5 - depth adjustment of the door from - 1 to +3

  

1 - adjustment of the spring strength

2 - adjustment of the decelerating effect

Adjustments
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Chart to define the exact system to be used in relationship with the dimension and the weight of the door.

WIND - Chart
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ARTURO SALICE S.p.A.
VIA PROVINCIALE NOVEDRATESE, 10
22060 NOVEDRATE (COMO) ITALIA
TEL.	 031 790424
FAX	 031 791508
info.salice@salice.com
www.salice.com

DEUTSCHE SALICE GMBH
RUDOLF DIESEL STR. 10 
POSTFACH 1154 
74382 NECKARWESTHEIM
TEL. 07133 9807-0
FAX. 07133 9807-16
info.salice@deutschesalice.de
www.deutschesalice.de

DEUTSCHE SALICE GMBH
VERKAUFSBÜRO NORD
RINGSTRASSE 36/A30 CENTER
32584 LÖHNE
TEL. 05731 15608-0
FAX. 05731 15608-10
vknord@deutschesalice.de
www.deutschesalice.de

SALICE FRANCE S.A.R.L.
ROUTE DE GOA ZAC LES 3 MOULINS
06600 ANTIBES
TEL. 0493 330069
FAX. 0493 330141
info.salice@salicefrance.com
www.salicefrance.com

SALICE ESPAÑA, S.L.U.
CALLE COPÉRNICO, 11
POLÍGONO INDUSTRIAL 
COLL DE LA MANYA
08403 GRANOLLERS (BARCELONA)
TEL. 938 46 88 61
FAX 938 49 11 97
info.salice@saliceespana.es
www.saliceespana.es

SALICE UK LTD.
KINGFISHER WAY
HINCHINGBROOKE BUSINESS PARK
HUNTINGDON CAMBS PE 29 6FN
TEL. 01480 413831 
FAX. 01480 451489
info.salice@saliceuk.co.uk
www.saliceuk.co.uk

SALICE AMERICA INC.
2123 CROWN CENTRE DRIVE
CHARLOTTE NC. 28227
TEL. 704 8417810
FAX. 704 8417808
info.salice@saliceamerica.com
www.saliceamerica.com

SALICE CANADA INC.
4025 SLADEVIEW CRESCENT
UNIT # 7-9
MISSISSAUGA, ONTARIO L5L 5Y1
TEL. 905 8208787 
FAX. 905 8207226
info.salice@salicecanada.com
www.salicecanada.com

SALICE CHINA 
(SHANGHAI) CO. LTD.
1st FLOOR, B1 BLDG 928 MINGZHU ROAD
XUJING, QINGPU DISTRICT
SHANGHAI 201702 - CHINA
Tel. 021 3988 9880
Fax 021 3988 9882
info.salice@salicechina.com
www.salicechina.com

We reserve the right to change technical specifications without notice.


